
 

 

 

LAYFLAT 350 LITRE MOBILE ADBLUE DISPENSER 
Product code: ECO350V2ABFD 

Call 01763 261781  

Etills Ltd,  
Unit 1 Whiting Way,  
Melbourn,   
Royston,  
SG8 6NA 

 

 
 
 

 
 
 
 
 

 

 

 
 
 
 
 
 
 
 
 
 

 

Tank sizes approximate, owing to shrinkage 

 

 
 
 
 
 
 

  
 

Product Information 

Height Length Depth Weight Hose ø Fill point 

570mm 990mm 750mm 30kg ¾”  2” 

OPTIONAL EXTRAS: 

 24V self-priming pump, max flow 35 l/min 

 Electronic level gauge 

 Auto nozzle 

 Longer dispensing hose 

 Flowmeter 

 Brackets for bolting to base 

 Spill kit 

 Colour options 
 

DESCRIPTION: 

 Tank made from virgin UV stabilised polymer 

 12V self-priming pump, max flow 35 l/min 

 4m dispensing hose 

 Dispensing hose holder 

 Manual nozzle (automatic also available) 

 Baffled tank for safe transportation 

 2” plastic vent 

 2” male fill point 
 
 

SAFETY PRECAUTIONS AND FORBIDDEN USE  
Improper use or installation of this product can cause serious bodily injury or death  

 Only for use with urea or water  

 Not for use in hazardous locations 

 Not for continuous duty applications 
 

BENEFITS  

 Economical single skin AdBlue transfer tank 

 Suitable for agricultural & commercial use 

 Suitable for internal and external use 

 Great for use where height is restricted 

 Large footprint provides excellent stability 

 UV stabilised tank polymer 

 Tank is frost proof; will not crack in the cold 

 Rotationally moulded tank for strength and durability 

 Italian made pump 

 2 year tank warranty against manufacturing defects 

 1 year pump warranty 

  

Also available in our AdBlue range:  storage tanks, pumps, nozzles 
& accessories, spill containment (pallets, bunds, etc.), spill pads 

Scan to view our AdBlue range 

 


